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L PRODUCT IDENTIFICATION

Trade Namels) : ZESTON PVC FI
Generic Name: FIBROUS GLASS

TING COVERS &
INSULATICON "=
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i 0 o “‘LL\

CAS & Na

Chemical Name: NA

Manufacturer: MANVILLE BUILDING MATERIALS CORP.

Formula: MIXTURE

Telephone: (303)978-3120

Special #ire-—FEghting Procedures:

Unusual Fire or Explosion Hazards: RESIN AND PAPER CQR PLASTIC FACINGS WILL BURN CAUSING DENSE ACRID SMOXE.

USE SELF-CONTAINED BREATHING APPARATUS.

Address: P.O. BOX S108 Emergency:
City: DENVER State: CO Zip: 80217
Il. PRODUCT INGREDIENTS - R
PERMISSIBLE
= -
INGREDIENT NAME CAS NUMBER Yo EXPOSURE LIMIT
FIBROUS GLASS G65327~-17-3 a3 Smg/m3 - NUISANCE
PHINOLFORMALDEHYDE RESIN-CURED 25104-55-6 T RESPIRABLE DUST
PVC FITTING COVERS a002-86-2 (OSHA)
| L PHYSICAL DAT !
Appearance and Qdor: WHITE OR PIZARL-GILY DPVI JUACKET OVEIR AMEER FG - SLIGHT PHENDLIC QDOR.
Boiling Point: Na Evaporation Rate | = 1):Na
. Vapor Pressure: NA Specific Gravity fwater = 1] : VAR
Water Solubility {%) @ NIL Melting Point: >1300° F
Vapor Density (Air=1) : Na % Volatile by Volume: Na
P IV. FIRE AND EXPLOSION DATA - . o o
Flash Pgint [Methodl : NA . NFPA Flammabte/Combustibie Liquid Ciassification: NA
Flammable Limits: LEL: % UEL: NA % Auto—ignition Temperature: NA
Extinguishing Media: C0,, WATER, WATER FOG, DRY CHEMICAL ABC RATED.

|

- V. HEALTH HAZARDS A, Summary/Risks !
| Summary: CURAREINT ANIMAL AND EPIDIMICLDGICAL STUDIES INDICATE THAT GLASS FIBERS AND DUST DG NOT
! RECRESENT A HAZARD T HEALTH,
THIS PRCCUTT I3 NOT CONSIDERED A CARCINDAGEN !
; i
Niedical conditions which may be aggravatec: AND OLUNG DIZEASES SUCH L3, auUT
NOT OLIMITED TGO, SRIONIHITIS, EMPHYSEMA
" Target Orgamsi @ LUNGS & SKIN.
. Acute Health Effects: IRRITATION TC SKIN
H RS
Chronic Health Effects:NO LONG TERM EFFECTS HAVE BEEN IDEMNTIFIED.
Primary Entry Routeis) : INHALATION, SKIN CONTACT.
T"nnvrighh‘ 1983, Natonai Fire Protgchion Atsos., Quenay, Ms L2235 To racrintes matzt.ar if "ot Ina compiate ano o44ici3. 2asu0n of tha AFPA DN the refafences fudjest,
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. Special Handiing/Storage: KIEP MATIRIAL DRY

 Storage Segregalion Hazard Classes: IRRITANT

ZESTON PYC FITTING COVERS & FG INSERT MSDS: 3584 ~ Rev: 2 /Page 2 j
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Inhalation: IRRITATION OR TICKLE IN THROAT AND NOSE. . o

L\, HEALTH HAZARDS .- B. Signs/Symptoms of Overexposure. -, o000 7 . .

Skin Contact TEMPORARY IRRITATION QR RASH.
Skin Absocrption: NA
Ingestion: NOT HAZARDOUS WHEN INGESTED. MAY CAUSE TEMPODRARY. IRRITATION TQ GI TRACT.

Eyes: TEMPDORARY IRRITATION OR INFLAMMATION.

: ©.V. HEALTH HAZARDS €. First Aid/Emergency Procedures-
fnhalation: REMOVE TO FRESH AIR. DRINK WATER TO CLEAR THROAT AND BLOW NOSE.

Skin Contact: WASH EXPOSED AREAS GENTLY WITH SCAP AND WARM WATER.
Skin Absoarption: NA

Ingestion: NA

Eyes: FLUSH EYES WITH COPIOUS QUANTITIES OF WATER A MINIMUM OF 15 MINUTES., IF IRRITATION PERSISTS
CONSULT A PHYSICIAN.

VL. REACTIVITY DATA

MATERIAL IS STABLE. HAZARDOUS POLYMERIZATION CANNOT OCCUR.
Chemical incompatibilities: HYDROFLUDRIC ACID. :
Conditions to Avoid: NONE IN DESIGNED USE.

Hazardous Decomposition Products: CARBON DIOXIDE, CARBON MONOXIDE, CARBON PARTICULATE & TRACES OF

HYDROGEN CYANIDE DERIVED FROM PYROLYSIS OF THE RESIN AS IS TYPICAL OF DECOMPOSITION OF ANY QRGANIC
CHEMICAL.

VI, SPILL OR LEAK PROCEDURES

Frocadures for Spillfleak: vAZZUUN CLZIAM DUST. IF SWEZPING IS NIZESSARY US

"

N
£ DUST SUPFRESSANT. N fC)
i

Waste Management: WASTES GENERATED DURING APPLICATION, DEMOLITION, BREAKAGE OR SPILLAGE ARE NOT
HAZARDOUS WASTES AS DEFINED BY RCRA (40 CFR PART 281). COMPLY WITH FEDERAL, STATE AND LOCaAL
REGULATIONS, METHOD OF OISPOSAL-LANDFILL. RQ - N/A.

b o e DU Lo VI, SPECIAL PROTECTION INFORMATION @ - IRk

Goggles: GODGGLES OR FACE SHIELDS ARE RECDMMENDED PARTICULARLY WHEN WORKING OVERHEAD,
Gloves:

Regpirator: USE a4 MASK SUCH AS 3M 8710 OR EQUIVALENT FOR PROTECTION AGAINST NUISANCE DUST. INSURE
PROPER FIT.

Ventilation: USE SUFFICIENT NATURAL OR MECHANICAL VENTILATION TO MAINTAIN AIRBORNE CONCENTRATIONS SELOw
PEL {TLV). .

Other: WEAR LODOSE FITTIV , LONG SLEEVED CLOTHING.

Special Consnderat:uns for repair‘maintenance of contaminated equipment:

IX. SPECIAL PRECAUTIONS

*kx  ALWAYS SEGREGATE MATERIALS BY MAUOR HAZARD CLASS #=x

Spacial workplace Enginesring Controls: NGT (ICRMLLLY REGUIRED.

Ctner:

' Prepared/Reviséd by: KENNZITH A. ROZERTS Titler ™3R., ENVIRINMENTAL ZERVIZ
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